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Measuring range                50mm-80m
Accuracy                ±1.5mm @ 80m
Measuring speed                0.5 sec
Laser type 660nm                Class II
Power                 2 x AAA batteries
Dimension                122 x 45 x 25mm
Operating temp                -10°c - 50°c
Storage temp                -25°c - 70°c
Auto shut off                3 minutes
Memory                99 measurements
Warranty                                                          2 years

Technical Specification
Area measurement      Yes
Cubic measurement                 Yes
Pythagoras measurement Yes
Countdown timer      Yes
Add/subtract                      Yes
Staking                       Yes
Tilt sensor                      Yes
Adjustable unit of measure Yes
Back light       Yes

BE80 - Laser Measure
80m Range Multi Function Laser Measure

Features
· 80m Range
· Measure area, length, cubic & Pythagoras
· Tilt function for angle measuring and indirect
· 7 x second speed measuring
· Adjustable end function
· 99 measurement recall
· Belt pouch
· Heavy duty casing
· Measuring from front or rear

The BE80 is our premium distance measure model offering advanced measuring
features and functions for professional survey/set-out tasks where accuracy and
precision is of all importance. With increased range, advanced calculation functions such
as Pythagoras, staking and tilt sensor, the BE80 offers high performance, accurate
distance measuring capabilities.


